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 Certificate No.: SAA182259 
   

Certificate Holder: Caledonian Cables Limited 
1/F CMA Building, 
64-66 Connaught Road, 
Central      
Hong Kong 
 

 Regulatory Definition: Non-Declared 
 

 Product Description: PVC V-90 Insulated, PVC 5V-90 sheathed Metallic 
Screened Electric Cables 
 

 Standard/s: AS/NZS 5000.1:2005 Inc A1 
 

 Condition/s: Nil 
 
 Approval Marks: SAA182259  
 
 Initial Issue Date:  20 March 2019 
 
 Expiry Date:  20 March 2029 
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Model Trade Name Rating/Marking 
2x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
2x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
2x4mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
2x6mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
2x10mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
2x16mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
3x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
3x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
3x4mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
3x6mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
3x10mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
3x16mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
4x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
4x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
4x4mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
4x6mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
4x10mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
4x16mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
5x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
5x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
5x4mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
5x6mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
5x10mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
5x16mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1KV 
7x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
7x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
8x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
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Model Trade Name Rating/Marking 
8x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
9x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
9x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
10x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
10x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
11x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
11x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
12x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
12x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
13x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
13x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
14x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
14x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
15x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
15x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
16x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
16x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
17x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
17x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
18x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
18x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
19x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
19x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
20x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
20x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
21x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
21x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
22x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
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Model Trade Name Rating/Marking 
22x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
23x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
23x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
24x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
24x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
25x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
25x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
26x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
26x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
27x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
27x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
28x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
28x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
29x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
29x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
30x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
30x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
31x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
31x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
32x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
32x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
33x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
33x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
34x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
34x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
35x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
35x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
36x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
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Model Trade Name Rating/Marking 
36x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
37x1.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
37x2.5mm² CU/PVC V-90/CU screen/ PVC V-90 CALEDONIAN 0.6/1kV 
   

 


